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THIS PROJECT INVOLVES THE MODIFICATION OF THE EXISTING TRAFFIC CONTROL SIGNAL AT THE INTERSECTION OF US 301 AND a SCHEDULE 80
BILLINGSLEY ROAD IN CHARLES COUNTY. US 301 1S ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION. PVC FLASHING
& . : : R4-7 - PERATION
!NTERSECTION OPERATION . : (36" X 48") EJ??‘B%TBSEQEQ ©

THE INTERSECTION CURRENTLY OPERATES AS A NEMA SIX-PHASE, FULLY-ACTUATED MODE WITH EXCLUSIVE LEFT TURN PHASES
FOR THE US 301 APPROACHES AND SIDE STREET SPLIT PHASING.
THIS PHASING WILL NOT CHANGE,

PROJECT CONSTRUCTION S - CONSTRUCTION DETAILS

A. INSTALL MICROLOOP PROBE

PHASING NOTES:

1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONGURRENTLY.
2) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.

WORK WILL INCLUDE REPLACING THE PASSAGE DETECTION FOR EASTBOUND BILLINGSLEY ROAD.
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B. INSTALL HANDHOLE _ ‘
C. INSTALL 1 IN. LIQUID-TIGHT, FLEXIBLE, NON-METALLIC CONDUIT (DETECTOR SLEEVE)
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B. i&J’EPgEE’LEST %EEE%A':ERELSV%E%AﬁE&R éﬁgAléLEBDM%EEO_I;gR%%T%RFOR ‘ D. INSTALL 3 IN. SCHEDULE 80 RIGID . ELECTRICAL CONDUIT — TRENCHED
- , : E. USE EXISTING CONDUIT : f
12,56 3.4,7,8,10,12,13

APPRCVAL PRIOR TO iNSTALLATION, F. USE EXISTING HANDHOLE _
ITEM_NO. QUANTITY DESCRIPTION G. USE BXISTING SPAN WIRE @

1001 i EA MAINTENANCE OF TRAFFIC H USE EXISTING BASE MOUNTED CABINET ‘

J. REMOVE EXISTING HANDHOLE

(v
SENO

N 2

8014 LS REMOVE AND DISPOSE OF EXISTING MATERIAL AND EQUIPMENT ' K. CAP AND ABANDON EXISTING CONDUIT
8028 80 LF FURNISH AND INSTALL 3 IN. SCHEDULE 80 PVC CONDUIT-BORED : // @ .
8031 50 LF FURNISH AND INSTALL 3 IN. SCHEDULE 80 CONDUIT TRENCHED
8036 S BLF FURNISH AND INSTALL 1 IN. LIQUID-TIGHT, FLEXIBLE, NON-METALLIC -CONDUIT : ~ INTERCONNECT CABLE // INTERCONNECT CABLE e
: DETECTOR SLEEVE o //
8038 110 EA ‘ FURNISH AND [INSTALL‘SAWCUT | // //
8042 7 3EA FURNISH AND INSTALL MICROLOOP PROBE WITH 1000’ LEAD-IN ' :
8045 2 EA FURNISH AND INSTALL ELECTRICAL HANDROLE SHA RIGHT-OF-WAY /
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